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	TITANS	USA	LTD
4371-112TH	TERRACE	NORTH-CLEARWATER,	FLORIDA	33762	

TELEPHONE		(727)	290-9897			FAX	(727)	573-2591

sales@titansusa.com
titansusa.com					titans.com.cn

Hz Operating	
Temperature

Input	Voltage Power	
Factor

AC100-264V >0.95 50/60Hz -30℃	to	45℃

0~10v	meanwell	constant	current	driver

IP65	Waterproof
Dimming	opt:	1-10V	or	PWM

	Application:

75° 3000-5500K

			Beam	Angle

		TUSA-81211-SP240	(745/H3)
		TUSA-81211-SP240	(745/M3)
		TUSA-81211-SP240	(845/M3)

Model Power LED	
Efficiency

CE	&	RoHS	Certification
5	year	limited	warranty

TUSA-81224-HP	Specification																																																																																																								
ver	4.0					

Great	for	warehouse,	grocery	store,	gymnasium,	restaurant	etc…

180lm/w >70

Driver,	Modules	and	Optics	can	be	easily	replaced

Vintage	pendant	design
New	aluminium	alloy	heat	sink	riveting	technology
Philips	Lumileds	high	power	SMD	LEDs

PC	rhombohedral	crystal	reflector,	for	minimal	glare

	Features	&	Specifications:

CCTRa Beam	
angle
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